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Insert at end of subsection 2.3 
"A temporary geomembrane consisting of four panels of 40 mil High Density 
Polyethylene (HDPE) textured on one side to provide slip protection will be 
placed on the ground over Trench T-3. The panels will be joined as shown 
in Figure 2.3-1 with approximately 0.5 feet of overlap with a synthetic double 
back tape supplied by the manufacturer. These seems will then be sealed 
with a sealant tape supplied by the manufacturer. Large penetrations(those 
larger than 2 inches in diameter) in the geomembrane may be made by 
making a cut at the edge of the panel and working it out to the penetration. 
Smaller penetrations will be made by making a cut at the penetration 
location. Penetrations will be taped. Quality control of the geomembrane 
will include inspection of material for flaws and tears and visual inspection 
of seam taping. 

Once the four panels are in place two continuous rows of sand bags will be 
placed around the outer edge of the panels and down each seem. Sand bags 
will also be placed in the interior of each panel." 

fiatioa, UOI. TP1, etc.) 

W N I I l a b a i f  it k (0 k+d wrrh tbr 

8 .  Item 9. Pag 

(0 
2Bl 
akc 
J'ld 

12. Jrc.bfrdop 0 

Per recommendations in the Draft OU2 Subsurface IM/IRA Site No.1 Soil 
Vapor Extraction Pilot Test Report (November 1994) a geomembrane will 
be placed on a portion of Trench T-3 where the existing SVE wells are 
located to evaluate potential increases in contaminant removal rates 
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